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Distributor

Front straw blower

OPTIONBoggie axle
standard on MV24 and MV26
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vertical
auger mixers

twin auger vertical mixer

Built in blower

 Front or back blower
 Long range blow18 m.
 Blowerturbine driven from the two speed gear box
 Right side chute (optional swivel chute)

Steering bogie axle as standard on MV24, 26 et 30 (Optional forced stering axle)

30+30º swivel plap

Swivel chute

Vertical mouvement flap

Side door

Back conveyor

Front conveyor

technical specifications  twin auger vertical mixer  

MV-14 duplo

MV-16 duplo

MV-18 duplo

MV-20 duplo

MV-22 duplo

MV-24 duplo

MV-26 duplo

MV-30 duplo

Mixing Cap. m³ Power HP Weight Kg.Tyres F (mm.)E (mm.)D (mm.)C (mm.)B (mm.)A (mm.)

MV-14 duplo

MV-16 duplo

MV-18 duplo

MV-20 duplo

MV-22 duplo

MV-24 duplo

MV-26 duplo

MV-30 duplo
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MV-14 duplo

MV-16 duplo

MV-18 duplo

MV-20 duplo

MV-22 duplo

MV-24 duplo

MV-26 duplo

MV-30 duplo



Twin auger vertical mixer

Back door

Front conveyor

High adjustable draw bar

SERIAL Hydraulic stand
OPTION Front conveyor

OPTIONHydraulic tank

SERIAL Two speed gear box

OPTION

OPTION OPTION

OPTION

Foldable elevator Twin wheels Twin auger

Programmable scale Hydraulic counter
knives

Electro-hydraulic
controls

Antioverflow ring

detail elevator on side door

detail back conveyor

4 load sensors

Heavy duty undercarriage


